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COMPACT, PORTABLE
VEnTILATIOn WITH A 
PHEnOMEnAL PunCH
weighing only 12kg and just 35cm wide, the SA CYCLONE EX 20cm Fan can be 
moved quickly and easily into the most cramped and restricted space, yet still 
manages to shift 1660m3 of air per hour. Built from ultra-tough, anti-static polymer 
you can quickly connect a 5 or 10 metre duct, with couplers available for longer 
lengths where required. 



CORE PRODuCT InFORMATIOn

SA CYCLONE EX Portable Fan 20cm 110VAC  
c/w CEAG plug and braided cable
Order Code: SAF20/110-Ex/CEA

SA CYCLONE EX Portable Fan 20cm 230VAC  
c/w CEAG plug and braided cable
Order Code: SAF20/230-Ex/CEA

SA CYCLONE EX Portable Fan 20cm 110VAC  
c/w ATX plug and braided cable
Order Code: SAF20/110-Ex/ATx

SA CYCLONE EX Portable Fan 20cm 230VAC  
c/w ATX plug and braided cable
Order Code: SAF20/230-Ex/ATx

STAHL connectors and different cable lengths also available –  
please contact SA Equip for more details.
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SPECIFICATIOnS

CERTIFICATIOn
 II 2 G Ex de IIB T6 Gb

OPERATInG TEMPERATuRE
-20°C to +40°C

Run TIME
Continuous

MOTOR TyPE
Heavy duty switched

CABLE LEnGTH
10m (or as required)

VOLTAGE OPTIOnS
110VAC, 230VAC

FREE AIRFLOW
980cfm (1666m³/hour) – 110V 
819cfm (1392m³/hour) – 230V

START uP CuRREnT
7 Amps (110V + 230V)

Run CuRREnT
2.3 Amps (110V) 
1.2 Amps (230V)

DIMEnSIOnS
390mm (h) x 350mm (w) x 350mm (d)

WEIGHT
12.25kg

nOISE LEVEL @ 1 METRE
74dB

20CM FAn
SAF20

BEnEFITS

n	 ATEX & IECEx Certified for Zones 1 and 2

n	 Extremely compact

n	 Operates on 50 or 60Hz

n	 Used as blower or exhauster

n	 Tough and durable

n	 Lightweight – only 12kg

n	 Anti-static polymer housing

n	 Heavy duty motor

n	 Quick-Couple Canister system available

n	 Compatible with the SA CYCLONE 
Anti-static Ducting




